FOAM INJECTORS

ST-160 CHEMICAL INJECTOR (single chemical)

NOZZLE/
ORDER # |PRESSURE | TEMP. | INLET | OUTLET | ‘ppf&ep | WEIGHT

FEOOD
GRADE

200160499 | 5000 PSI ! 194°F | 3/8°F | 3/'mM | 30 | 711
200160500 | 5000 PSI | 194°F | 3/8°F | 3'mM | 35 | 71
200160505 | 5000 PSI | 194°F | 3/8°F | 3/8'M | 40 | 711b
200160510 | 5000 PSI | 194°F | 3/8°F | 3'mM | 45 | 711
200160515 | 5000 PSI ! 194°F | 3/8°F | 3@'M | 55 | 711b
200160520 | 5000 PSI | 194°F | 3/8°F | 3/'M | 60 | 711b
200160525 | 5000 PSI | 194°F | 3/8°F | 3i&'m | 70 | 711b
200160530 | 5000 PSI | 194°F | 3/8°F | 3'M | 80 | 71b
200160535 | 5000 PSI | 194°F | 3/8°F | 38'M | 85 | 71
200160540 | 5000 PSI | 194°F | 3/8°F | 3i8mM | 90 | 7116
200160545 | 5000 PSI | 194°F | 3/8°F | 358m | 100 | .711b
200160550 | 5000 PSI | 194°F | 3/8°F | 3'm | 110 | 711b
200160555 | 5000 PSI ! 194°F | 3/8°F | 3i&°m | 120 | 711b
200160560 | 5000 PSI | 194°F | 3/8°F | 3i8°mM | 125 | 711
200160575 | 5000 PSI ! 194°F | 3/87F | 3’m | 180 | 711b Internal view

* Durable Stainless Steel housing * Min/Max Flow Rate: 1/18 GPM 'dgsing nozzle

* 9 metering/dosing nozzles included * Min. PSI: 1000
(see page 111 for dilution ratios) o fose Barb: 357

4 ST-160 System Diagram )

Flow Rate: 1 GPM - 18 GPM
Min. PSI: 1000
Max. PSI: 5000
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